
 
 
 
 

CapXon_Ver. 001 – 03/31/2020 1  Packaging Information Liquid Radial 

For further information please contact sales@capxon.org 
 

PRODUCT CODE AND MARKING ▪ RADIAL TYPE  

PRODUCT CODE ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

THT type example:  

GH series ▪ 330µF ▪ 80V ▪ ±20% ▪ Ø 13mm ▪ H 20mm ▪ P 5mm ▪ Tape Ammo ▪ AEC-Q200 

 

 
 

MARKING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 
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For further information please contact sales@capxon.org 
 

TAPING ▪ RADIAL TYPE 

TAPING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

 

All dimensions in mm 

 D L d P P0 P1 P2 F F1 W W0 W1 W2 H D0 Δh Δp T 

Code 
Tol ±0.5 - ±0.02 ±1.0 ±0.2 ±0.7 ±1.3 

+0.4 
±0.5 ±0.5 ±0.5 ±0.5 Max 

+0.75 
±0.2 Max Max Max 

-0.2 -0.5 

Item 

5 

5-7 (+1) 0.45 

12.7 12.7 5.35 6.35 2 5 18 11 9 2 18.5 4 1 1 1.5 TB 9 (±2) 0.5 

11-15 (±1.5) 0.5 

6.3 

5 (+1) 0.45 

12.7 12.7 5.1 6.35 2.5 5 18 11 9 2 18.5 4 1 1 1.5 TC 
7 (+1) 0.5 

9 (±2) 0.5 

11-15 (±1.5) 0.5 

 

Table and example show the ammo package version. Coding RB or RC instead of TB or TC means the reel package 

version. 

www.amelec.ch | info@amele.ch | +41 44 862 00 62
2

www.amelec.ch | info@amelec.ch | +41 44 862 00 62
2



 
 
 
 

CapXon_Ver. 001 – 03/31/2020 3  Packaging Information Liquid Radial 
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TAPING ▪ RADIAL TYPE 

TAPING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

 

All dimensions in mm 

 D L d P P0 P1 P2 F F1 W W0 W1 W2 H D0 Δh Δp T 

Code 
Tol ±0.5 - ±0.02 ±1.0 ±0.2 ±0.7 ±1.3 

+0.4 
±0.5 ±0.5 ±0.5 ±0.5 Max 

+0.75 
±0.2 Max Max Max 

-0.2 -0.5 

Item 

4 5-7 (+1) 0.45 12.7 12.7 5.1 6.35 
2 

5 18 11 9 2 18.5 4 1 1 1.5 
TB 

2.5 TC 

5 

5-7 (+1) 0.45 

12.7 12.7 5.1 6.35 2.5 5 18 11 9 2 18.5 4 1 1 1.5 TC 9 (±2) 0.5 

11-15 (±1.5) 0.5 

 

Table and example show the ammo package version. Coding RB or RC instead of TB or TC means the reel package 

version. 
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TAPING ▪ RADIAL TYPE 

TAPING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

 

All dimensions in mm 

 D L d P P0 P1 P2 F W W0 W1 W2 H D0 Δh Δp T 

Code 
Tol ±0.5 - ±0.02 ±1.0 ±0.2 ±0.7 ±1.3 

+0.4 
±0.5 ±0.5 ±0.5 Max 

+0.75 
±0.2 Max Max Max 

-0.2 -0.5 

Item 

8 

5 (+1) 0.45 

12.7 12.7 4.6 6.35 3.5 18 11 9 2 18.5 4 1 1 1 TD 

7 (+1) 0.5 

9 (±2) 0.5 

11.5-16 (±1.5) 0.5 

20-25 (±1.5) 0.6 

10 
7-9 (±2) 0.6 

12.7 12.7 3.85 6.35 5 18 11 9 2 18.5 4 1 1 1.5 TA 
12.3-35 (±1.5) 0.6 

13 
13-16 (+2) 0.6 

15 15 5 7.5 5 18 15 9 2 18.5 4 2 2 1.5 TA 
20-35 (±1.5) 0.6 

 

Table and example show the ammo package version. Coding RA or RD instead of TA or TD means the reel package 

version. 
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TAPING ▪ RADIAL TYPE 

TAPING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

 

All dimensions in mm 

 D L d P P0 P1 P2 F W W0 W1 W2 H H0 D0 Δh Δp T 

Code 
Tol ±0.5 - ±0.02 ±1.0 ±0.2 ±0.7 ±1.3 

+0.4 
±0.5 ±0.5 ±0.5 Max 

+0.75 
±0.5 ±0.2 Max Max Max 

-0.2 -0.5 

Item 

4 5-7 (+1) 0.45 12.7 12.7 3.85 6.35 5 18 11 9 2 18.5 16.5 4 1 1 1.5 

TA 

5 

5-7 (+1) 0.45 

12.7 12.7 3.85 6.35 5 18 11 9 2 18.5 16.5 4 1 1 1.5 9 (±2) 0.5 

11-15 (±1.5) 0.5 

6.3 

5 (+1) 0.45 

12.7 12.7 3.85 6.35 5 18 11 9 2 18.5 16.5 4 1 1 1.5 
7 (+1) 0.5 

9 (±2) 0.5 

11-15 (±1.5) 0.5 

8 

5 (+1) 0.45 

12.7 12.7 3.85 6.35 5 18 11 9 2 18.5 16.5 4 1 1 1 

7 (+1) 0.5 

8 (+1) 0.6 

9 (±2) 0.5 

11.5-16 
(±1.5) 

0.5 

20-25 (±1.5) 0.6 

 

Table and example show the ammo package version. Coding RA instead of TA means the reel package version. 

www.amelec.ch | info@amele.ch | +41 44 862 00 62
5

www.amelec.ch | info@amelec.ch | +41 44 862 00 62
5



 
 
 
 

CapXon_Ver. 001 – 03/31/2020 6  Packaging Information Liquid Radial 

For further information please contact sales@capxon.org 
 

TAPING ▪ RADIAL TYPE 

TAPING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

 

All dimensions in mm 

 D L d P P0 P1 P2 F W W0 W1 W2 H D0 Δh Δp T 

Code 
Tol ±0.5 - ±0.02 ±1.0 ±0.2 ±0.7 ±1.3 

+0.4 
±0.5 ±0.5 ±0.5 Max 

+0.75 
±0.2 Max Max Max 

-0.2 -0.5 

Item 

13 
13-16 (+2) 

0.6 25.4 12.7 3.85 6.35 5 18 15 9 2 18.5 4 2 2 1.5 PA 
20-35 (±1.5) 

16 
16-21 (±2) 

0.8 30 15 3.75 7.5 7.5 18 15 9 2 18.5 4 2 2 1.5 

TE 

25-35.5 (±1.5) 

18 

13-21 (±2) 

0.8 30 15 3.75 7.5 7.5 18 15 9 2 18.5 4 2 2 1.5 25-31.5 (±1.5) 

35.5 (±2) 

 

Table and example show the ammo package version. Coding RE or QA instead of TE or PA means the reel package 

version.
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AMMO TAPING ▪ RADIAL TYPE 

 
TAPING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS ▪ AMMO PACK 

 

 

 

Ø D  
(mm)  

Length L 
(mm) 

Inner box  
quantity 

(pcs) 

Inner box size  
L x W x H 

(mm) 

Outer box  
quantity  

(pcs) 

Outer box size  
L x W x H 

(mm) 

Country  
of origin 

Tariff number 

4 All 2500 331 x 227 x 51 25000 474 x 343 x 285 China 85322200 

5 All 2000 331 x 227 x 51 20000 474 x 343 x 285 China 85322200 

6.3 All 1500 331 x 227 x 51 15000 474 x 343 x 285 China 85322200 

8 

5 to 16 800 331 x 227 x 51 8000 474 x 343 x 285 China 85322200 

17 to 25 800 327 x 191 x 67 8000 474 x 343 x 285 China 85322200 

30 to 35 800 327 x 191 x 67 6400 474 x 343 x 285 China 85322200 

10 

7 to 15 600 331 x 227 x 51 6000 474 x 343 x 285 China 85322200 

16 to 20 500 331 x 227 x 51 5000 474 x 343 x 285 China 85322200 

21 to 25 500 332 x 190 x 60 2500 474 x 343 x 285 China 85322200 

30 500 327 x 216 x 64 4000 474 x 343 x 285 China 85322200 

35 500 318 x 254 x 67 2500 474 x 343 x 285 China 85322200 

13 

13 to 20 300 321 x 191 x 57 3000 474 x 343 x 285 China 85322200 

25 to 30 300 327 x 216 x 64 2400 474 x 343 x 285 China 85322200 

35 400 318 x 254 x 70 2000 474 x 343 x 285 China 85322200 

16 

16 200 327 x 191 x 57 1600 474 x 343 x 285 China 85322200 

20 to 25 200 327 x 216 x 64 1600 474 x 343 x 285 China 85322200 

> 25 250 343 x 230 x 71 1250 474 x 343 x 285 China 85322200 

18 
16 to 25 200 310 x 260 x 61 1000 474 x 343 x 285 China 85322200 

> 25 200 310 x 260 x 71 1000 474 x 343 x 285 China 85322200 
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For further information please contact sales@capxon.org 
 

REEL TAPING ▪ RADIAL TYPE 

 
TAPING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS ▪ REEL PACK 

 
 

Ø D  
(mm) 

Length L 
(mm) 

A  
(mm) 

Inner box  
quantity 

(pcs) 

Inner box size  
L x W x H 

(mm) 

Outer box 
quantity  

(pcs) 

Outer box size  
L x W x H  

(mm) 

Country  
of origin 

Tariff number 

4 All 45 1800 350 x 350 x 105 10800 375 x 375 x 343 China 85322200 

5 All 45 1300 350 x 350 x 105 7800 375 x 375 x 343 China 85322200 

6.3 All 45 1000 350 x 350 x 105 6000 375 x 375 x 343 China 85322200 

8 
5 to 17 45 800 350 x 350 x 105 4800 375 x 375 x 343 China 85322200 

18 to 28 55 800 349 x 349 x 121 4800 375 x 375 x 385 China 85322200 

10 
7 to 17 45 600 350 x 350 x 105 3600 375 x 375 x 343 China 85322200 

18 to 28 55 600 349 x 349 x 121 3600 375 x 375 x 385 China 85322200 

12 
17 45 400 350 x 350 x 105 2400 375 x 375 x 343 China 85322200 

18 to 28 55 400 349 x 349 x 121 2400 375 x 375 x 385 China 85322200 

13 
13 to 17 45 300 350 x 350 x 105 1800 375 x 375 x 343 China 85322200 

18 to 28 55 300 349 x 349 x 121 1800 375 x 375 x 385 China 85322200 

16 
13 to 17 45 200 350 x 350 x 105 1200 375 x 375 x 343 China 85322200 

18 to 28 55 200 349 x 349 x 121 1200 375 x 375 x 385 China 85322200 
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For further information please contact sales@capxon.org 
 

PACKAGING ▪ RADIAL TYPE 

 
PACKAGING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS  

STRAIGHT LEADS ▪ BULK PACK  

Ø D  
(mm)  

Length L 
(mm) 

Inner bag /  
Inner row  

(pcs) 

Inner box  
quantity  

(pcs) 

Inner box size  
L x W x H  

(mm) 

Outer box  
quantity  

(pcs) 

Outer box size  
L x W x H 

(mm) 

Country  
of origin 

Tariff number 

3 5 1000/bag 20000 293 x 181 x 223 60000 562 x 318 x 238 China 85322200 

4 5 to 7 1000/bag 15000 293 x 181 x 223 45000 562 x 318 x 238 China 85322200 

5 
7 to 9 1000/bag 15000 293 x 181 x 223 45000 562 x 318 x 238 China 85322200 

11 to 12 1000/bag 10000 293 x 181 x 223 30000 562 x 318 x 238 China 85322200 

6.3 
5 to 7 1000/bag 10000 293 x 181 x 223 30000 562 x 318 x 238 China 85322200 

11 to 20 1000/bag 8000 293 x 181 x 223 24000 562 x 318 x 238 China 85322200 

8 

5 to 9 500/bag 6000 293 x 181 x 223 18000 562 x 318 x 238 China 85322200 

11 to 14 500/bag 5000 293 x 181 x 223 15000 562 x 318 x 238 China 85322200 

15 to 16 500/bag 4000 293 x 181 x 223 12000 562 x 318 x 238 China 85322200 

20 500/bag 3000 293 x 181 x 223 9000 562 x 318 x 238 China 85322200 

25 to 30 400/bag 2400 293 x 181 x 223 7200 562 x 318 x 238 China 85322200 

30 to 34 40/line 840 334 x 217 x 68 6720 448 x 354 x 295 China 85322200 

35 to 41 40/line 840 334 x 217 x 79.5 5040 448 x 354 x 248 China 85322200 

42 to 51 40/line 840 334 x 217 x 92 5040 448 x 354 x 295 China 85322200 

53 to 60 40/line 840 334 x 217 x 92 5040 448 x 354 x 295 China 85322200 

10 

≤ 13 500/bag 4000 293 x 181 x 223 12000 562 x 318 x 238 China 85322200 

14 to 17 500/bag 3000 293 x 181 x 223 9000 562 x 318 x 238 China 85322200 

20 500/bag 2500 293 x 181 x 223 7500 562 x 318 x 238 China 85322200 

24 to 25 400/bag 2000 293 x 181 x 223 6000 562 x 318 x 238 China 85322200 

31 to 34 32/line 544 334 x 217 x 68 4352 448 x 354 x 295 China 85322200 

35 to 41 32/line 544 334 x 217 x 79.5 3264 448 x 354 x 248 China 85322200 

42 to 51 32/line 544 334 x 217 x 92 3264 448 x 354 x 295 China 85322200 

55 to 60 32/line 544 334 x 217 x 92 3264 448 x 354 x 295 China 85322200 

12.5 

≤ 21 300/bag 1500 293 x 181 x 223 4500 562 x 318 x 238 China 85322200 

25 200/bag 1200 293 x 181 x 223 3600 562 x 318 x 238 China 85322200 

30 200/bag 1000 293 x 181 x 223 3000 562 x 318 x 238 China 85322200 

35 26/line 364 334 x 217 x 79.5 3184 448 x 354 x 248 China 85322200 

40 to 50 26/line 364 334 x 217 x 92 2184 448 x 354 x 295 China 85322200 

13 

≤ 21 300/bag 1500 293 x 181 x 223 4500 562 x 318 x 238 China 85322200 

25 to 31.5 25/line 350 334 x 217 x 68 2800 448 x 354 x 295 China 85322200 

35.5 to 41 25/line 350 334 x 217 x 79.5 2100 448 x 354 x 248 China 85322200 

42 to 51 25/line 350 334 x 217 x 92 2100 448 x 354 x 295 China 85322200 

14.5 
31.5 to 32 20/line 220 304 x 196 x 68 1760 415 x 320 x 295 China 85322200 

37 20/line 220 305 x 197 x 79.5 1320 415 x 320 x 295 China 85322200 

16 

16 to 17 18/line 180 304 x 196 x 55 1800 415 x 320 x 295 China 85322200 

20 to 26 18/line 180 304 x 196 x 68 1440 415 x 320 x 295 China 85322200 

30 to 35.5 18/line 180 305 x 197 x 79.5 1080 415 x 320 x 248 China 85322200 

40 to 50 18/line 180 304 x 196 x 92 1080 415 x 320 x 295 China 85322200 

18 

15 to 17 32 in all/2 lines 160 304 x 196 x 55 1600 415 x 320 x 295 China 85322200 

20 to 31.5 32 in all/2 lines 160 304 x 196 x 68 1280 415 x 320 x 295 China 85322200 

35 32 in all/2 lines 160 305 x 197 x 79.5 960 415 x 320 x 248 China 85322200 

40 to 51 32 in all/2 lines 160 304 x 196 x 92 960 415 x 320 x 295 China 85322200 

20 

21 to 31.5 32 in all/2 lines 160 334 x 217 x 68 1280 448 x 354 x 295 China 85322200 

35 to 36 32 in all/2 lines 160 334 x 217 x 79.5 960 448 x 354 x 248 China 85322200 

42 to 51 32 in all/2 lines 160 334 x 217 x 92 960 448 x 354 x 295 China 85322200 

www.amelec.ch | info@amele.ch | +41 44 862 00 62
9

www.amelec.ch | info@amelec.ch | +41 44 862 00 62
9



 
 
 
 

CapXon_Ver. 001 – 03/31/2020 10  Packaging Information Liquid Radial 
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PACKAGING ▪ RADIAL TYPE 

 
PACKAGING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

STRAIGHT LEADS ▪ BULK PACK 

Ø D  
(mm)  

Length L 
(mm) 

Inner bag /  
Inner row  

(pcs) 

Inner box  
quantity  

(pcs) 

Inner box size  
L x W x H  

(mm) 

Outer box  
quantity  

(pcs) 

Outer box size  
L x W x H 

(mm) 

Country  
of origin 

Tariff number 

22 

21 to 26 25 in all/2 lines 100 304 x 196 x 68 800 415 x 320 x 295 China 85322200 

30 to 36 25 in all/2 lines 100 305 x 197 x 79.5 600 415 x 320 x 248 China 85322200 

41 to 46 25 in all/2 lines 100 304 x 196 x 92 600 415 x 320 x 295 China 85322200 

47 to 70 25 in all/2 lines 100 304 x 196 x 92 600 415 x 320 x 295 China 85322200 

25 

21 to 26 25 in all/2 lines 100 334 x 217 x 68 800 448 x 354 x 295 China 85322200 

30 25 in all/2 lines 100 334 x 217 x 79.5 600 448 x 354 x 260 China 85322200 

≥ 41 25 in all/2 lines 100 334 x 217 x 92 600 448 x 354 x 295 China 85322200 
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PACKAGING ▪ RADIAL TYPE 

 
PACKAGING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

CUTTED LEADS ▪ BULK PACK 

Ø D  
(mm)  

Length L 
(mm) 

Inner bag /  
Inner row  

(pcs) 

Inner box  
quantity  

(pcs) 

Cutting height 
(mm) 

Outer box  
quantity  

(pcs) 

Outer carton 
quantity  

(pcs) 

Country  
of origin 

Tariff number 

3 All L 2500/bag 10000 N/A 6 60000 China 85322200 

4 5 to 7 2000/bag 8000 N/A 5 40000 China 85322200 

5 

5 to 7 2000/bag 8000 N/A 5 40000 China 85322200 

11 to 12 1000/bag 6000 C < 7 5 30000 China 85322200 

11 to 12 1000/bag 4000 C ≥ 7 5 20000 China 85322200 

6.3 

5 to 7 1000/bag 6000 N/A 5 30000 China 85322200 

9 to 12 1000/bag 4000 N/A 5 20000 China 85322200 

15 to 20 1000/bag 4000 N/A 6 24000 China 85322200 

8 

≤ 9 500/bag 4000 N/A 6 24000 China 85322200 

11 to 13 500/bag 3000 C < 7 6 18000 China 85322200 

14 500/bag 2500 C < 7 6 15000 China 85322200 

15 to 16 500/bag 2000 C < 7 6 12000 China 85322200 

20 500/bag 1000 C < 7 12 12000 China 85322200 

30 to 35.5 500/bag 1000 C < 7 8 8000 China 85322200 

36 to 41 40/line 840 C < 7 10 8400 China 85322200 

42 to 51 40/line 840 C < 7 6 5040 China 85322200 

52 to 60 40/line 840 C < 7 6 5040 China 85322200 

10 

7 to 10 500/bag 1000 C < 7 12 12000 China 85322200 

12 to 17 500/bag 1000 C < 7 10 10000 China 85322200 

20 500/bag 1000 C < 7 8 8000 China 85322200 

24 to 25 500/bag 1000 C < 7 6 6000 China 85322200 

30 to 35.5 32/line 1000 C < 7 12 6480 China 85322200 

36 to 41 32/line 540 C < 7 10 5400 China 85322200 

42 to 51 32/line 540 C < 7 6 3240 China 85322200 

52 to 60 32/line 540 C < 7 6 3240 China 85322200 

13 

31 to 35.5 25/line 350 C < 7 6 2100 China 85322200 

36 to 41 25/line 350 C < 7 5 1750 China 85322200 

42 to 51 25/line 350 C < 7 4 1400 China 85322200 

52 to 60 25/line 350 C < 7 4 1400 China 85322200 

35 to 40 25/line 350 C ≥ 12 4 1400 China 85322200 

16 

16 to 32 18/line 180 C < 7 6 1080 China 85322200 

35 to 41 18/line 180 C < 7 5 900 China 85322200 

21 to 24 18/line 180 C ≥ 7 6 1080 China 85322200 

25 to 30 18/line 180 C ≥ 7 5 900 China 85322200 

31 to 41 18/line 180 C ≥ 7 4 720 China 85322200 

18 

15 to 21 32 in all/2 lines 160 N/A 6 960 China 85322200 

25 to 31.5 32 in all/2 lines 160 C < 7 6 960 China 85322200 

25 to 31.5 32 in all/2 lines 160 C ≥ 7 5 800 China 85322200 

35.5 to 41 32 in all/2 lines 160 C < 7 5 800 China 85322200 

35.5 to 41 32 in all/2 lines 160 C ≥ 7 4 640 China 85322200 

≥ 45 32 in all/2 lines 160 N/A 4 640 China 85322200 

20 

25 to 40 30 in all/2 lines 150 C < 7 5 750 China 85322200 

25 to 40 30 in all/2 lines 150 C ≥ 7 4 600 China 85322200 

≥ 41 30 in all/2 lines 150 C < 7 4 600 China 85322200 

≥ 41 30 in all/2 lines 150 C ≥ 7 3 450 China 85322200 
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PACKAGING ▪ RADIAL TYPE 

 
PACKAGING ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

CUTTED LEADS ▪ BULK PACK 

Ø D  
(mm)  

Length L 
(mm) 

Inner bag /  
Inner row  

(pcs) 

Inner box  
quantity  

(pcs) 

Cutting height 
(mm) 

Outer box  
quantity  

(pcs) 

Outer carton 
quantity  

(pcs) 

Country  
of origin 

Tariff number 

22 

21 to 31 25 in all/2 lines 100 C < 7 6 600 China 85322200 

21 to 31 25 in all/2 lines 100 C ≥ 7 5 500 China 85322200 

36 to 41 25 in all/2 lines 100 C < 7 5 500 China 85322200 

36 to 41 25 in all/2 lines 100 C ≥ 7 6 600 China 85322200 

46 to 51 25 in all/2 lines 100 C < 7 4 400 China 85322200 

46 to 51 25 in all/2 lines 100 C ≥ 7 3 300 China 85322200 

≥ 56 25 in all/2 lines 100 C < 7 3 300 China 85322200 

25 

21 to 26 25 in all/2 lines 100 N/A 6 600 China 85322200 

30 to 37 25 in all/2 lines 100 N/A 5 500 China 85322200 

40 to 51 25 in all/2 lines 100 N/A 4 400 China 85322200 

≥ 52 25 in all/2 lines 100 N/A 3 300 China 85322200 
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LEAD TREATMENT ▪ RADIAL TYPE 

 
AVAILABLE LEAD TREATMENTS ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 
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LEAD TREATMENT ▪ RADIAL TYPE 

 
AVAILABLE LEAD TREATMENTS ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 
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LEAD TREATMENT ▪ RADIAL TYPE 

 
AVAILABLE LEAD TREATMENTS ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 
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      2 2 5 3 5 5 5 7 5 7 5 10

      1  1  1  1  1  1  1  1  

      4 4 4 4 5 4 5 4 5 4 5 4 5

      1 12 1 12 1 32 1 32 1 32 1 32 1 32 1  2

                                                                    

          

      2 2 5

      1  1  

      4 4

      1 12 1 12

                  

                
                                                                           

    

  
±0
 5

H1±0 5

 ±0 5

H2±0 5

       
E±0 1

                                                                

             

      5 5 5

      4 4 4

      1 12 1 12 1 32

 ±0 5

E±0 1

H1±0 5

                  

                
                                                                           

    

       

  
±0
 5

2 5ma 
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LEAD TREATMENT ▪ RADIAL TYPE 

 
AVAILABLE LEAD TREATMENTS ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

 

 

 

 

                                  

       

  
±0
 5

H1±0 5

 ±0 5

H2±0 5

                  

                
                                                                           

    

                      

      1 5 2 2 5 3 5 5 5 7 5 7 5

      4 4 4 4 4 5 4 5 4 5 4 5

      4 4 4 4 4 5 4 5 4 5 4 5

                                                                    

       

  
±0
 5

H1±0 5

 ±0 5

H2±0 52 5ma 

 1±0 5

                  

                
                                                                           

    

              

      5 5 5 5

      1  1  1  1  

      4 4 4 4

      1 2 1 2 1 2 1 2

                                                  

                          

      1 5 2 2 5 3 5 5 5 7 5 7 5 10 12 5

      2 5 2 5 2 5 2 5 2 5 2 5 2 5 2 5 2 5 2 5       

H1±0 5

H±0 5

  
±0
 5
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LEAD TREATMENT ▪ RADIAL TYPE 

 
AVAILABLE LEAD TREATMENTS ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

 

 

 

 

                                                

                          

      1 5 2 2 5 3 5 5 5 7 5 7 5 10 12 5

      2 5 2 5 2 5 2 5 2 5 2 5 2 5 2 5 2 5 2 5       

H1±0 5

H
±0 5

  ±0 5

                  

                
                                                                           

    

                                             
                                             

                                                  

                          

      1 5 2 2 5 3 5 5 5 7 5 7 5 10 12 5       

  ±0 5

H2±0 5

H±0 5

H1±0 5

                                  
                              

                  

                
                                                                           

    

                                                    

       

H1±0 5

H±0 5

  
±0
 5

H2±0 5

                  

                
                                                                           

    

                          

      1 5 2 2 5 3 5 5 5 7 5 7 5 10 12 5
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LEAD TREATMENT ▪ RADIAL TYPE 

 
AVAILABLE LEAD TREATMENTS ▪ RADIAL ALUMINUM ELECTROLYTIC CAPACITORS 

 

 

 

                                                               

                      

      5 5 5 7 5 7 5 10

      1 5 1 5 1 5 1  1  1  

        0 6 0 6 0 6 0  0  0         

  
±0
 0
2

  
±0
 5

H±0 5

 ±0 5

0 75ma 

 ±0 2

                  

                  
                                                                           

  

                                             
                                             

                                                              

H±0 3

  
±0
 5

 ±0 5

 
 
±0
 0
2

C±
0 
2

0 5ma 

                  

                
                                                                           

    

       
                                             
                                             

                      

      5 5 5 7 5 7 5 10

      1 1 1 1 1 1 1 4 1 4 1 4

        0 6 0 6 0 6 0  0  0  

www.amelec.ch | info@amele.ch | +41 44 862 00 62
18

www.amelec.ch | info@amelec.ch | +41 44 862 00 62
18



 
 
 
 

CapXon_Ver. 001 – 03/31/2020 19  Packaging Information Liquid Radial 

For further information please contact sales@capxon.org 
 

LEAD TREATMENT ▪ RADIAL TYPE 

 
PRODUCT CODE TABLE ▪ CUSTOMIZED LEAD LENGTH 

THT type example:  

SA series ▪ 2.2µF ▪ 50V ▪ ±20% ▪ Ø 4mm ▪ L 5mm ▪ CE version, wi e lea  spacing ▪ P 2.5mm ▪ H 4.5mm 

    ▪ Non-Automotive 

 

 
Product code 

17th digit 
H  

(mm) 
 

Product code 
18st digit 

H  
(mm) 

 
Example 
H (mm) 

Product code 
Non-Automotive 

A 1  0 0.0  4.5 D5 

B 2  1 0.1  6.0 F0 

C 3  2 0.2  10.7 J7 

D 4  3 0.3  16.5 P5 

E 5  4 0.4    

F 6  5 0.5  Example 
H (mm) 

Product code 
Automotive G 7  6 0.6  

H 8  7 0.7  4.5 XD5 

I 9  8 0.8  6.0 XF0 

J 10  9 0.9  10.7 XX7 

K 11     16.5 XP5 

L 12       

M 13       

N 14       

O 15       

P 16       

Q 17       

R 18       

S 19       

T 20       

U 21       

V 22       

W 23       

X 24       

Y 25       

Z 26       

 
The 17th digit is according basic ordering of the Latin alphabet and shows the measure "H" in front of the decimal 

separator. The 18th digit follows the numbering from 0 to 9 and shows the measure "H" after the decimal separator.  

Remark for Automotive version: In the case of an AEC-Q200 qualified component, the measure "H" in front of the 

decimal separator moves to the 18th  igit an  the measure "H” after the  ecimal separator to the 1 th digit. 
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