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PRODUCT CODE AND MARKING ▪ SNAP-IN TYPE 

PRODUCT CODE ▪ SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS 

Snap-in type example:  

UJ series ▪ 470µF ▪ 450V ▪ ±20% ▪ Ø 30mm ▪ L 45mm ▪ 2-pin ▪ 6mm pin length 

 

 

MARKING ▪ SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS 
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PACKAGING ▪ SNAP-IN TYPE 

PACKAGING ▪ SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS 

Ø D  
(mm)  

Length L 
(mm) 

Terminal length  
H 

(mm) 

Inner box  
quantity  

(pcs) 

Inner box size  
L x W x H  

(mm) 

Outer box  
quantity  

(pcs) 

Outer box size  
L x W x H 

(mm) 

Country  
of origin 

Tariff number 

20 

≤ 25  120 268 x 265 x 38 720 560 x 280 x 135 China 85322200 

27 to 35 < 6 (L=35) 120 268 x 265 x 48 720 560 x 275 x 167 China 85322200 

35 ≥ 6 120 268 x 265 x 64 720 560 x 275 x 208 China 85322200 

40 to 51  120 268 x 265 x 64 720 560 x 275 x 208 China 85322200 

22 

≤ 25  100 268 x 265 x 38 600 560 x 280 x 135 China 85322200 

27 to 35 < 6 (L=35) 100 268 x 265 x 48 600 560 x 275 x 167 China 85322200 

35 ≥ 6 100 268 x 265 x 64 600 560 x 275 x 208 China 85322200 

40 to 51  100 268 x 265 x 64 600 560 x 275 x 208 China 85322200 

52 to 61  100 268 x 265 x 72 400 560 x 275 x 167 China 85322200 

62 to 75  100 268 x 265 x 90 400 560 x 275 x 208 China 85322200 

25 

≤ 25  100 295 x 293 x 38 500 310 x 308 x 211 China 85322200 

26 to 35 < 6 (L=35) 100 295 x 293 x 48 500 315 x 313 x 258 China 85322200 

35 ≥ 6 100 295 x 293 x 64 500 310 x 308 x 340 China 85322200 

40 to 51  100 295 x 293 x 64 500 310 x 308 x 340 China 85322200 

52 to 60  100 295 x 293 x 72 500 310 x 308 x 383 China 85322200 

61 to 75  100 295 x 293 x 90 400 310 x 308 x 383 China 85322200 

30 

≤ 25  50 173 x 344 x 38 400 375 x 361 x 175 China 85322200 

26 to 35 < 6 (L=35) 50 173 x 344 x 48 400 375 x 361 x 220 China 85322200 

35 ≥ 6 50 173 x 344 x 64 300 375 x 361 x 200 China 85322200 

40 to 51  50 173 x 344 x 64 300 375 x 361 x 220 China 85322200 

52 to 65  50 182 x 350 x 80 300 375 x 361 x 260 China 85322200 

70 to 85  50 182 x 350 x 100 200 375 x 361 x 220 China 85322200 

35 

≤ 25  50 195 x 392 x 38 400 405 x 407 x 175 China 85322200 

26 to 35 < 6 (L=35) 50 195 x 392 x 48 300 405 x 407 x 164 China 85322200 

35 ≥ 6 50 195 x 392 x 64 300 405 x 407 x 212 China 85322200 

36 to 44  50 195 x 392 x 64 300 405 x 407 x 212 China 85322200 

45 to 52  50 195 x 392 x 64 200 410 x 210 x 280 China 85322200 

56 to 65  50 195 x 392 x 80 200 405 x 407 x 175 China 85322200 

66 to 75  50 195 x 392 x 90 200 405 x 407 x 212 China 85322200 

80 to 85  50 195 x 392 x 100 200 405 x 407 x 220 China 85322200 

90 to 100  50 195 x 392 x 115 100 405 x 407 x 130 China 85322200 

40 

26 to 35 < 6 (L=35) 40 375 x 230 x 48 200 390 x 250 x 265 China 85322200 

35 ≥ 6 40 375 x 230 x 64 160 390 x 250 x 280 China 85322200 

36 to 46  40 375 x 230 x 64 160 390 x 250 x 280 China 85322200 

47 to 62  40 375 x 230 x 80 120 390 x 250 x 265 China 85322200 

63 to 75  40 375 x 230 x 90 120 390 x 250 x 295 China 85322200 

80 to 105  40 375 x 230 x 120 80 390 x 250 x 265 China 85322200 

45 

35 to 50  35 360 x 260 x 64 140 550 x 380 x 150 China 85322200 

55 to 65  35 360 x 260 x 80 140 550 x 380 x 180 China 85322200 

70 to 80  35 360 x 260 x 95 70 550 x 380 x 115 China 85322200 

85 to 100  35 360 x 260 x 115 70 550 x 380 x 130 China 85322200 

50  

50 to 60  30 370 x 310 x 75 120 770 x 330 x 170 China 85322200 

65 to 75  30 370 x 310 x 90 60 770 x 330 x 110 China 85322200 

80 to 100  30 370 x 310 x 115 60 770 x 330 x 130 China 85322200 

www.amelec.ch | info@amele.ch | +41 44 862 00 62
2

www.amelec.ch | info@amelec.ch | +41 44 862 00 62
2



 
 
 
 

CapXon_Ver. 002 – 09/15/2020 3 Packaging Information Liquid Snap-In 

For further information please contact sales@capxon.org 
 

TERMINALS FOR SNAP-IN TYPE 

AVAILABLE TERMINALS ▪ SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS 

 

 

 

 

         pin   t

2  2

                                                           

h
±0
 5

  5±0  

2m  

0  ±0  

 eg   e m   

 
 
±
 
m
 
 

 ±2  ± 

 lee e   l    

 ent

                                          
        

h  mm 2 5   5

                            

                  

                  
                                                                      

       

                                                               

         pin   t

5 
  

3  2

 
 
±
 
m
 
 

 ±2  ± 

 lee e   l    

 ent

 eg   e m   

                  

                  
                                                                      

       

        

h  mm 2 5   5

                            

                                          

h
±0
 5

  5±0  

2m  

0  ±0  

www.amelec.ch | info@amele.ch | +41 44 862 00 62
3

www.amelec.ch | info@amelec.ch | +41 44 862 00 62
3



 
 
 
 

CapXon_Ver. 002 – 09/15/2020 4 Packaging Information Liquid Snap-In 

For further information please contact sales@capxon.org 
 

TERMINALS FOR SNAP-IN TYPE 

AVAILABLE TERMINALS ▪ SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS 
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TERMINALS FOR SNAP-IN TYPE 

AVAILABLE TERMINALS ▪ SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS 
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TERMINALS FOR SNAP-IN TYPE 

AVAILABLE TERMINALS ▪ SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS 
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TERMINALS FOR SNAP-IN TYPE 

 
AVAILABLE TERMINALS ▪ SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS 

 

H ± 0.5 ØD L1 ± 0.1 L2 ± 0.2 W ± 0.2 W1 ± 0.2 W2 ± 0.2 d ± 0.1 

8 

25 3.5 1 4.6 3.7 2 0.8 

30 3.5 1 4.6 3.7 2 0.8 

35 3.5 1 4.6 3.7 2 0.8 

40 3.5 1 4.6 3.7 2 0.8 

45 3.5 1 4.6 3.7 2 0.8 
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