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PRODUCT CODE AND MARKING ▪ MLPC SMD TYPE 

PRODUCT CODE ▪ SMD MLPC - MULTILAYER POLYMER CAPACITORS 

SMD type example:  

XA series ▪ 100µF ▪ 6.3V ▪ ±20% ▪ L x W 7.3 x4.3mm ▪ H 1.9mm ▪ 15mΩ ▪ Tape & Reel 

 

 

MARKING ▪ SMD MLPC - MULTILAYER POLYMER CAPACITORS 

 

DIMENSIONS AND PAD LAYOUT ▪ All dimensions in mm 

L W H P1 P2 

7.3 4.3 1.9 1.3 2.4 

 

 

A B C 

3.8 2.5 4 
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TAPING ▪ MLPC SMD TYPE 

 
TAPING ▪ SMD MLPC - MULTILAYER POLYMER CAPACITORS ▪ REEL PACK 
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TAPING ▪ MLPC SMD TYPE 

 
TAPING ▪ SMD MLPC - MULTILAYER POLYMER CAPACITORS ▪ REEL PACK 

 

The cover tape covered the sprocket holes shall not exceed the limit as following: 

a. Deviation between carrier tape and seal tape shall be less than 0.5mm. 

b. Seal tape covered on the feeding holes shall be less than 0.75mm. 

 

 

 

Series  
Reel 

quantity (pcs) 

Outer box  
quantity  

(pcs) 

Outer box size  
L x W x H 

(mm) 

Country  
of origin 

Tariff number 

XA 3500 17500 395 x 395 x 130 China 85322200 
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