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List of the Products
Series
Sleeve
Color

Type Features
Operating

Temperature
Range

Working
Voltage Capacitance Leakage Current Endurance

Hours Page

C
onductive
Polym

er

PL Radial Very low ESR -55 to +105 ºC 2.5~16V 180~3500μF ������� 2000 26
PS Radial Standard -55 to +105 ºC 2.5~25V 39~3500μF ������� 2000 29
PU Radial Ultra low ESR -55 to +105 ºC 2.5~10V 180~3500μF ������� 2000 34
PX Radial 	
���
��� -55 to +105 ºC 2.5~25V 10~820μF ������� 2000 37
PE Radial Ultra low ESR, Down size to 6.3X8 (mm) -55 to +105 ºC 2.5~6.3V 470~820μF ������� 2000 41
PW Radial Low height 2000Hours -55 to +105 ºC 2.5V~25V ��������� ������� 2000 42
PH Radial High Voltage/High Reliability -55 to +105 ºC 35V~50V 10~150μF ������� 2000 45
PT Radial 125 ºC Guaranteed -55 to +125 ºC 2.5~16V 180~2500μF ������� 2000 47
PF Radial Long Life to 5,000Hours -55 to +105 ºC 2.5~16V 100~2700μF ������� 5000 50
PM SMD ������	
���
��� -55 to +105 ºC 2.5~25V 10~560μF ������� 2000 53
PD SMD SMD & Large capacitance -55 to +105 ºC 2.5~25V 39~3300μF ������� 2000 56
PV SMD SMD & Low height -55 to +105 ºC 2.5~25V 39~2500μF ������� 2000 59

SM
D

 type

EV SMD 105 ºC, Standard -55 to +105 ºC 6.3~50V 0.1~1500μF 0.01CV or 3μA 1000 62
LV SMD 85 ºC, Standard -40 to +85 ºC 4~50V 0.1~6800μF 0.01CV or 3μA 2000 64
HV SMD Wide temperature range -55 to +105 ºC 6.3~63V 0.1~6800μF 0.01CV or 3μA 2000 66
JV SMD 3000 hours life -55 to +105 ºC 6.3~50V 0.1~1000μF 0.01CV or 3μA 3000 68

MV SMD 5000 hours life -40 to +105 ºC 6.3~50V 0.1~1000μF 0.01CV or 3μA 5000 70
NV SMD 5.5 ~ 10.5mm height, Non-polar -40 to +85 ºC 6.3~50V 0.1~560μF 0.05CV or 10μA 2000 72
KV SMD 85 ºC, Low leakage current -40 to +85 ºC 6.3~50V 0.1~330μF 0.002CV or 0.4μA 1000 74

ZV SMD 105 ºC, Low impedance -55 to +105 ºC 6.3~50V 1~6800μF 0.01CV or 3μA 2000 ~
5000 76

DV SMD 105 ºC, Low impedance -55 to +105 ºC 6.3~50V 1~6800μF ����������
���� 2000 ~
5000 78

RV SMD 105 ºC, Low impedance, LongLife -55 to +105 ºC 6.3~50V 1~6800μF ����������
���� 2000 ~
5000 80

TV SMD For high temperature + 125 ºC -40 to +125 ºC 10~50V 10~330μF 0.03CV or 4μA 1000 ~
2000 82

U
ltra-m

iniature type

SS Radial 5mm, Standard, 85 ºC -40 to +85 ºC 4~50V 0.1~330μF 0.01CV or 3μA 1000 84
ST Radial 5mm, Standard, 105 ºC -40 to +105 ºC 4~50V 0.1~100μF 0.01CV or 3μA 1000 86
SA Radial 5mm, Low leakage current -40 to +85 ºC 4~50V 0.1~100μF 0.002CV or 0.4μA 1000 88
SP Radial 5mm, Non-polar -40 to +85 ºC 6.3~50V 0.1~47μF 0.05CV or 10μA 1000 90
SM Radial 7mm, Standard, 85 ºC -40 to +85 ºC 4~63V 0.1~470μF 0.01CV or 3μA 1000 92
SH Radial 7mm, 85 ºC, Long life -40 to +85 ºC 4~63V 0.1~470μF 0.01CV or 3μA 2000 94
SK Radial 7mm, Standard, 105 ºC -40 to +105 ºC 4~63V 0.1~470μF 0.01CV or 3μA 1000 96
SJ Radial 7mm,  105 ºC, Long life 2000 hours -40 to +105 ºC 6.3~63V 0.1~220μF 0.01CV or 3μA 2000 98
SG Radial 7mm,  105 ºC, Long life 4000 hours -40 to +105 ºC 6.3~50V �����!��� �������
���� 4000 100
SL Radial 7mm, Low leakage current, 85 ºC -40 to +85 ºC 6.3~50V 0.1~220μF 0.002CV or 0.4μA 1000 102
SD Radial 7mm, Low leakage current, 105 ºC -40 to +105 ºC 4~63V 0.1~100μF 0.002CV or 0.4μA 1000 104
SN Radial 7~ 9mm, Non-polar, 85 ºC -40 to +85 ºC 6.3~50V 0.1~220μF 0.05CV or10μA 1000 106
SB Radial 7mm, Non-polar, 105 ºC -40 to +105 ºC 6.3~50V 0.1~100μF 0.05CV or10μA 1000 108
SZ Radial 7mm, Low impedance -55 to +105 ºC 6.3~35V 6.8~330μF 0.01CV or 3μA 1000 110
SY Radial 7mm, Low impedance, Long life -55 to +105 ºC 6.3~50V 1~330μF 0.01CV or 3μA 2000 112

Standard type

GS
(GR) Radial General purpose, 85 ºC -40 to +85 ºC

-25 to +85 ºC
6.3~100V
160~450V

0.1~33000μF
0.47~470μF

0.01CV or 3μA
0.03CV 2000 114

GW Radial ����""�#�$%#'��
���
���*�:��;� -40 to +85 ºC
-25 to +85 ºC

6.3~100V
160~450V

2.2~10000μF
2.2~220μF

0.01CV or 3μA
0.04CV + 100μA 2000 118

KM Radial Standard, 105 ºC -40 to +105 ºC
-25 to +105 ºC

6.3~100V
160~450V

0.1~22000μF
0.47~470μF

0.01CV or 3μA
0.03CV 2000 120

KW Radial ����""�#�$%#'��
���
���*�����;� -40 to +105 ºC
-25 to +105 ºC

6.3~100V
160~450V

2.2~10000μF
1.5~220μF

0.01CV or 3μA
0.04CV + 100μA 2000 124

KC Radial Ultra Miniaturized -25 to +105 ºC 400~450V :������� ��������CV 3000 126
LL Radial Low leakage current -40 to +105 ºC 6.3~63V 0.1~2200μF 0.002CV or 0.4μA 2000 128

Low
 Im

pedance / ESR
 type

GL Radial Low impedance and Low ESR Miniaturized -55 to +105 ºC 6.3~63V 0.47~10000μF 0.01CV or 3μA 2000 ~
6000 130

KF Radial Low impedance for power supply -40 to +105 ºC
-25 to +105 ºC

6.3~100V
160~450V

0.47~15000μF
0.47~220μF

0.01CV or 3μA
0.03CV 

2000 ~
5000 133

KZ Radial Low impedance -40 to +105 ºC 6.3~50V 0.47~6800μF 0.01CV or 3μA 1000 ~
2000 138

GF Radial Low impedance -55 to +105 ºC 6.3V~100V 4.7~6800μF 0.01CV or 3μA 2000 ~
5000 141

LZ Radial Ultra low ESR and High ripple current -40 to +105 ºC 6.3~25V 220~3300μF 0.01CV or 3μA 2000 146

GH Radial High temperature and Long life -55 to +105 ºC 6.3~50V 0.47~6800μF 0.01CV or 3μA 3000 ~
10000 148

NEW

NEW

NEW
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List of the Products
Series
Sleeve
Color

Type Features
Operating

Temperature
Range

Working
Voltage Capacitance Leakage Current Endurance

Hours Page

H
igh reliability type

FH Radial Ultra Low ESR and Long Life -40 to +105 ºC 6.3V~100V 22~5600μF 0.01CV or 3μA 4000 ~
10000 151

KL Radial Long life 5,000 hours -25 to +105 ºC 160~450V 10~220μF 0.04CV + 100μA 5000 155

KH Radial Long life 5,000~10,000 hours -40 to +105 ºC
-25 to +105 ºC

10~50V
160~450V

6.8~3300μF
6.8~220μF

0.01CV or 3μA
0.04CV + 100μA

5000 ~
10000 157

TH Radial For high temperature +125 ºC -40 to +125 ºC
-25 to +125 ºC

10~100V
160~350V

0.47~1000μF
1~100μF

0.01CV or 3μA
0.02CVμA

1000 ~
2000 159

TE Radial For high temperature +130 ºC -40 to +130 ºC 10~50V 3.3~4700μF 0.01CV or 3μA 2000 ~
3000 161

KS Radial Over voltage vent operating facility -25 to +105 ºC 200,400WV 4.7~470μF 0.03CV 2000 163

FK Radial Long life for LED and ballast -25 to +105 ºC 160~450WV 1~330μF 0.04CV+100μA 6000 ~
8000 165

FL Radial Long life for LED and ballast -25 to +105 ºC 160~450WV 1~330μF 0.04CV+100μA 8000 ~
10000 167

LE Radial Long life for LED lighting -25 to +105 ºC 160~450WV 1~68μF ������<����� 10000 ~
15000 169

KY Radial Slim type -25 to +105 ºC 250~450WV 10~150μF ��������CV 2000 171
LY Radial Slim type, longlife 5000hours -25 to +105 ºC 250~450WV 10~150μF ��������CV 5000 173
HY Radial Slim type, longlife 10000hours -25 to +105 ºC 250~450WV 12~120μF ��������CV 10000 175N

on/Bi polarized
type

NP Radial Non-polarized, 85 ºC -40 to +85 ºC
-25 to +85 ºC

6.3~100V
160~250V

0.47~3300μF
0.47~47μF 0.03CV or 3μA 2000 177

NK Radial Non-polarized, 105 ºC -40 to +105 ºC
-25 to +105 ºC

6.3~100V
160~250V

0.47~3300μF
0.47~47μF 0.03CV or 3μA 2000 179

BP Radial Bi-polarized -40 to +105 ºC 25/50/63V 2.2~15μF 100μA 2000 181

For A
udio 

Equipm
ent

SW Radial 5mm height, for audio equipment -40 to +85 ºC 4~50V 0.1~470μF 0.01CV or 3μA 1000 183
SR Radial 7mm height, for audio equipment -40 to +85 ºC 6.3~50V 0.1~220μF 0.01CV or 3μA 1000 185
RW Radial Standard, for audio equipment -40 to +85 ºC 6.3~100V 0.1~33,000μF 0.01CV or 3μA 2000 187
NR Radial Non-polar, for audio equipment -40 to +85 ºC 6.3~100V 0.47~1,000μF 0.03CV or 3μA 2000 189
LR Snap-in 85 ºC, for audio equipment -40 to +85 ºC 16~100V 680~33,000μF 0.02CVμA 2000 191

Large can type

LP Snap-in 85 ºC, Standard -40 to +85 ºC
-25 to +85 ºC

10~100V
160~450V

470~68000μF
47~2700μF 0.02CVμA 2000 196

LS Snap-in 85 ºC, Miniaturized -25 to +85 ºC 160~450V 47~2700μF 0.02CVμA 2000 200

LU Snap-in 85 ºC, Longlife 3000hours -40 to +85 ºC
-25 to +85 ºC

16~100V
160~450V

820~47000μF
56~2700μF ��������CV 3000 203

HP Snap-in 105 ºC, Standard -40 to +105 ºC
-25 to +105 ºC

10~100V
160~450V

330~68000μF
33~2200μF 0.02CVμA 2000 207

HS Snap-in 105 ºC, Miniaturized -25 to +105 ºC 160~450V 33~2700μF 0.02CVμA 2000 211
HW Snap-in ����;�*�	
��=
������""�#�$%#' -25 to +105 ºC 160~400V 39~390μF ��������CV 2000 214

HU Snap-in 105 ºC, Longlife 3000hours -40 to +105 ºC
-25 to +105 ºC

16~100V
160~450V

560~47000μF
47~2700μF ��������CV 3000 216

HL Snap-in Long life with low ESR -40 to +105 ºC
-25 to +105 ºC

10~100V
160~400V

560~47000μF
56~1500μF 0.02CVμA 5000 220

LT Snap-in 4 Snap-in terminals type -40 to +85 ºC
-25 to +85 ºC

16~100V
160~450V

4700~82000μF
330~3300μF 0.02CVμA 2000 225

HT Snap-in 4 Snap-in terminals type -25 to +105 ºC 160~400V 82~1200μF 0.02CVμA 2000 227

For inverter
air conditioner

UB Snap-in Useful life 4000hours -25 to +85 ºC 400~450V ���������� ��������CV 2000 229
UC Snap-in Useful life 6000hours -25 to +85 ºC 400~450V ���������� ��������CV 3000 231
UD Snap-in Useful life 10000hours -25 to +85 ºC 400~450V ���������� ��������CV 5000 233
UJ Snap-in Useful life 3000hours -25 to +105 ºC 400~450V ���������� ��������CV 2000 235
UK Snap-in Useful life 5000hours -25 to +105 ºC 400~450V ���������� ��������CV 3000 237
UL Snap-in Useful life 7000hours -25 to +105 ºC 400~450V ���������� ��������CV 5000 239

Photo
>?@#
type

RF Radial =#
'
�>?@#��Q[$�"�\' -20 to +55 ºC 330/350V 100~450μF 1XCμA 5000times 241
SF Snap-in =#
'
�>?@#��Q[$�"�\' -20 to +55 ºC 330/350V 150~1500μF 1XCμA 5000times 242

Screw
 large can type

RS Screw General -40 to +85 ºC 16~100V 3300~1000000μF �����μA*(C*V)0.7+4μA 2000 261
RG Screw Useful life 6000hours -25 to +85 ºC 160~450V 680~68000μF �����μA*(C*V)0.7+4μA 2000 264
RP Screw Useful life 10000hours -25 to +85 ºC 160~450V 680~68000μF �����μA*(C*V)0.7+4μA 2000 269
RX Sxrew useful life 20000hours -25 to +85 ºC 160~450V �����!����� �����μA*(C*V)0.7+4μA 5000 274
RU Screw useful life 12000hours high ripple current -25 to +85 ºC 350~450V 1000~22000μF �����μA*(C*V)0.7+4μA 2000 278
RJ Screw useful life 10000hours with stud -25 to +85 ºC 350~450V 1500~22000μF �����μA*(C*V)0.7+4μA 2000 282
RY Screw useful life 12000hours high ripple current with stud -25 to +85 ºC 350~450V 1500~22000μF �����μA*(C*V)0.7+4μA 2000 286
RK Screw General -40 to +105 ºC 16~100V 1500~1000000μF �����μA*(C*V)0.7+4μA 2000 290
RL Screw Long life -25 to +105 ºC 350~450V 680~15000μF �����μA*(C*V)0.7+4μA 5000 293
RM Screw useful life 6000hours -25 to +105 ºC 160~450V 220~47000μF �����μA*(C*V)0.7+4μA 2000 296
RH Screw useful life 8000hours high ripple current -25 to +105 ºC 160~450V 220~47000μF �����μA*(C*V)0.7+4μA 2000 300
RQ Screw useful life 6000hours with stud -25 to +105 ºC 160~450V 2200~47000μF �����μA*(C*V)0.7+4μA 2000 304
RT Screw useful life 8000hours high ripple current with stud -25 to +105 ºC 160~450V 2200~47000μF �����μA*(C*V)0.7+4μA 2000 308

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW
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Product System

Conductive Polymer AL.E. Capacitors

PL P.26

105℃ 2000H
2.5~16V
180~3500μF

PS P.29

105℃ 2000H
2.5~25V
39~3500μF

Low ESR

PE P.41

105℃ 2000H
2.5~6.3V
470~820μF

PWNEW
P.42

PX P.37 PF P.50

105℃ 2000H
2.5~25V
39~2500μF

105℃ 2000H
2.5~25V
10~820μF

105℃ 5000H
2.5~16V
100~2700μF

	
���
���

	
���
��� Long Life

PU P.34 PH P.45 PT P.47

105℃ 2000H
2.5~10V
180~3500μF

105℃ 2000H
35~50V
10~150μF

125℃ 2000H
2.5~16V
180~2500μF

Ultra low ESR 125℃

PD P.56

105℃ 2000H
2.5~25V
39~3300μF

PM P.53

105℃ 2000H
2.5~25V
10~560μF

	
���
���

PV P.59

105℃ 2000H
2.5~25V
39~2500μF

Low height

Radial type

Conductive Polymer AL.E. Capacitors SMD type

HV P.66

105℃ 2000H
6.3~63WV
0.1~6800μF

LV P.64

85℃ 2000H
4~50WV
0.1~6800μF

NV P.72

85℃ 2000H
6.3~50WV
0.1~560μF

Long life Non-Polarized

KV P.74

85℃ 1000H
6.3~50WV
0.1~330μF

ZV P.76

105℃ 2~5000 H
6.3~50WV
1.0~6800μF

Low leakage currentLow impedance

JV P.68

105℃ 3000H
6.3~50WV
0.1~1000μF

MV P.70

105℃ 5000H
6.3~50WV
0.1~1000μF

DV P.78RV P.80

105℃ 2~5000 H
6.3~50WV
1.0~6800μF

105℃2~5000H
6.3~50WV
1~6800μF

TV P.82

125℃ 1~2000H
10~50WV
10~330μF

EV P.62

105℃ 1000H
6.3~50WV
0.1~6800μF

High temp.

Ultra low 
ESRLong life

Aluminum Electrolytic Capacitors SMD type

Down size

High Voltage

�
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R
ad
ia
l

Product System

SJ P.98

105℃ 2000H
6.3~63WV
0.1~220μF

SK P.96

105℃ 1000H
4~63WV
0.1~470μF

ST P.86

105℃ 1000H
4~50WV
0.1~100μF SZ P.110

105℃ 1000H
6.3~35WV
6.8~330μFSS P.84

TE P.161

85℃ 1000H
4~50WV
0.1~330μF

130℃ 2~3000H
10~50WV
3.3~4700μF

SM P.92

85℃ 1000H
4~63WV
0.1~470μF

SH P.94

85℃ 2000H
4~63WV
0.1~470μF

KS P.163

105℃ 2000H
200,400WV
4.7~470μF

GS(GR) P.114

85℃ 2000H
6.3~450WV
0.1~33000μF

Low
�
���

Long
�$_�

Low
Imp.

SY P.112 SG P.100

HY P.175

105℃ 2000H
6.3~50WV
1~330μF

105℃ 4000H
6.3~50WV
0.1~470μF

105℃ 10000H
250~450WV
12~120μF

Long
�$_�

Long
�$_�

Long
�$_�

Long
�$_�

Low
�
���

`j�{j
�'?%��j�\'$\%�
@��|$�|?'$
\

Long
�$_�

Long
�$_�

Long
�$_�

NP P.177

85℃ 2000H
6.3~250WV
0.47~3300μF

SN P.106

85℃ 1000H
6.3~50WV
0.1~220μF

LL P.128

105℃ 2000H
6.3~63WV
0.1~2200μF

SL P.102

85℃ 1000H
6.3~50WV
0.1~220μF

Low
�
���
5mm

Low
�
���
5mm

SD P.104

105℃ 1000H
4~63WV
0.1~100μF

SA P.88

85℃ 1000H
4~50WV
0.1~100μF

Low
�
���
7mm

NK P.179

105℃ 2000H
6.3~250WV
0.47~3300μF

SB P.108

105℃ 1000H
6.3~50WV
0.1~100μF

BP P.181

105℃ 2000H
25/50/63WV
2.2~15μF

Low
�
���
7mm

}$%#�'�"��

GL P.130

105℃ 2~6000H
6.3~63WV
0.47~1000μF

KF P.133

105℃ 2~5000H
6.3~450WV
0.47~1500μF

KZ P.138

105℃ 1~2000H
6.3~50WV
0.47~6800μF

KW P.124

105℃ 2000H
6.3~450WV
2.2~1000μF

KC P.126

105℃ 3000H
400~450WV
82~220μF

KM P.120

105℃ 2000H
6.3~450WV
0.1~22000μF

GW P.118

85℃ 2000H
6.3~450WV
2.2~10000μF

TH P.159

125℃ 1~2000H
10~350WV
0.47~1000μF

SP P.90

85℃ 1000H
6.3~50WV
0.1~47μF

KY P.171

105℃ 2000H
250~450WV
10~150μF

Low
�
���
7mm

}$%#
'�"��

Low
�
���

Low
�
���

Long
�$_�

����
�
���"��

����
�
���"��

Long
�$_�

Long
�$_�

�$\$?'[�
	
\%��$_�

}$%#�
'�"��

}$%#�
'�"��

}$%#�
'�"��

}$%#�
'�"��

}$%#�
'�"��

��$"�

Long
�$_�

Long
�$_�

KL P.155

105℃ 5000H
160~450WV
10~220μF

FK P.165

105℃6~8000H
160~450WV
1~330μF

GH P.148

KH P.157

LY P.173

LZ P.146 GF P.141 FH P.151

105℃ 3~10000H
6.3~50WV
0.47~6800μF

105℃ 5~10000H
10~450WV
6.8~3300μF

105℃ 5000H
250~450WV
10~150μF

105℃ 2000H
6.3~25WV
220~3300μF

105℃ 2~5000H
6.3~100WV
4.7~6800μF

105℃ 4~10000H
6.3~100WV
22~5600μF

FL P.167

LE P.169

105℃ 8~10000H
160~450WV
1~330μF

105℃10~15000H
160~450WV
1~68μF

�?�$?��'����
_�?�["$\["����|'
��'$|��?�?|$'
@�
	
���
����_
"��""�?\��!""�#�$%#'��

	
���"���?\|�

��$"�'���

	
���"���?\|�

	
��	�?�?%��|[�\' �
\��${=
�?

�
�	���?\�
�?��?@'

	
\%��$_�
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SF P.242

55℃�����'$"�@
330/350WV
150~1500μF

RF P.241

55℃�����'$"�@
330/350WV
100~450μF

RG P.264

UCNEW
P.231

LR P.191

RU P.278

RY P.286

RH P.300

RT P.308

UJNEW
P.235

85℃ 2000H
160~450WV
680~68000μF

85℃ 3000H
400~450WV
330~1200μF

85℃ 2000H
16~100WV
680~33000μF

85℃ 2000H
350~450WV
1000~20000μF

85℃ 2000H
350~450WV
1500~22000μF

105℃ 2000H
160~450WV
220~47000μF

105℃ 2000H
160~450WV
2200~47000μF

105℃ 2000H
400~450WV
330~1200μF

RS P.261

RK P.290

UBNEW
P.229

NR P.189RW P.187

LU P.203

HU P.216

HL P.220

SR P.185

LP P.196

HP P.207

HT P.227

SW P.183

LS P.200

HS P.211

LT P.225

85℃ 2000H
16~100WV
3300~1000000μF

105℃ 2000H
16~100WV
1500~1000000μF

85℃ 2000H
400~450WV
330~1200μF

85℃ 2000H
6.3~100WV
0.47~1000μF

85℃ 2000H
6.3~100WV
0.1~33000μF

85℃ 3000H
16~450WV
56~47000μF

105℃ 3000H
16~450WV
47~47000μF

105℃ 5000H
10~400WV
56~47000μF

85℃ 1000H
6.3~50WV
0.1~220μF

85℃ 2000H
10~450WV
47~68000μF

105℃ 2000H
10~450WV
33~68000μF

105℃ 2000H
160~450WV
82~1200μF

85℃ 1000H
4~50WV
0.1~470μF

85℃ 2000H
160~450WV
47~2700μF

105℃ 2000H
160~450WV
33~2700μF

85℃ 2000H
16~450WV
330~82000μF

RP P.269

RJ P.282

RM P.296

RQ P.304

UDNEW
P.233

RX P.274

RL P.293

UKNEW
P.237 ULNEW

P.239

85℃ 2000H
160~450WV
680~68000μF

85℃ 2000H
350~450WV
1500~22000μF

105℃ 2000H
160~450WV
220~47000μF

105℃ 2000H
160~450WV
2200~47000μF

85℃ 5000H
400~450WV
330~1200μF

85℃ 5000H
160~450WV
220~47000μF

105℃ 5000H
350~450WV
680~15000μF

105℃ 3000H
400~450WV
330~1200μF

105℃ 5000H
400~450WV
330~1000μF

Product System

}$%#�
'�"��

	
���$_�
Low
ESR.

Long
�$_�

Long
�$_�

Long
�$_�

�\?�{$\�'�"$\?�@

�
\{
�
�?$���

Low
�
���
7mm

Long
�$_�

Long
�$_�

Low
�
���
5mm

Down
@$��

�
�\�@$�� ��\�?� 	
\%��$_�

Down
@$��

�����"$\?��

�?�$?����?�

	
��j
�'?%� [@�_[���$_������#
[@ [@�_[���$_�������#
[@

[@�_[���$_������#
[@

[@�_[���$_�������#
[@

[@�_[���$_��:���#
[@

[@�_[���$_�������#
[@

�
\%��$_�

�\?�{$\�'�"$\?�@

}$%#�
'�"��

}$%#�
j
�'?%�

}$%#�
'�"��

�$'#
@'[�

�$'#
@'[�

}$%#�
j
�'?%�

Long
�$_�

��["$\["����|'
��'$|��?�?|$'
@�_
�?[�$
��Q[$�"�\'

=#
'
�>?@#�'����
_�?�["$\["����|'
��'$|��?�?|$'
@�

�\?�{$\�'����
_�?�["$\["����|'
��'$|��?�?|$'
@�

�|���'����
_�?�["$\["����|'
��'$|��?�?|$'
@�

�
�$\j�'
�?$�|
\�$'$
\�

�
�����������	
���������
��������������
�

�
��������������
�������������
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Part Number System

����$�@� ��}�$%#'�	�""�

���?�?|$'?\|�� !�����

���?�?|$'?\|��'
��?\|�� :�	�?����?'"�\'

���
�'?%�� �����|$?���Q[$�"�\'

���?@����

������$�@
�������
�'#����'?$�@*����?@���_��'
��	$@'�
_�'#��=
�[|'@��
\��?%���

�����?�?|$'?\|�
� �?�?|$'?\|��$@�@#
�\�$\�"$|
_??�@�[��

�� 0.1 0.47 1 4.7 10 100 1000 10000
�
�� oR1 R47 010 4R7 100 101 102 103

�����?�?|$'?\|��'
��?\|�
�
��?\|�� ±5 ±10  ±20 ±30 {��'
<�� {��'
<�� {��'
<�� {��'
���� �'
<�� {��'
<� ±15

�
�� H K M N Q T V W Z U S
�
��?\|�� �'
<�� �'
<�� �'
<�� {�'
<�� {:'
<� <�'
<�� �'
{�� {��'
<�� {��'
<�� {��'
<� {�'
<��

�
�� Y X A J E I B P L O C

�����
�'?%������
�
�'?%������ 6.3 10 16 25 35 50 63 80 100 160 200 220 250 350 400 420 450 500

�
�� 6R3 010 016 025 035 050 063 080 100 160 200 220 250 350 400 420 450 500

�����?@�����
�$?"�'� 3 4 5 6.3 8 10 12 12.5 13 14.5 16 18 20 22 25 30 35 40 42 45 51 63.5 76.2 89 100

�
�� A B C E F G H Z I Y J K L M N O P Q U V R S T X D

����}�$%#'�	�""�
}�$%#' 5 7.5 11 11.5 12 12.5 16 21 25 26 25.5 31.5 35 35.5 41 47 52 83 98 118 141 151 230
�
�� 050 075 110 115 120 125 160 210 250 260 255 315 350 355 410 470 520 830 980 A18 A41 A51 B30

�!������
���� �$'#
['�	�?����?'"�\' �$'#�	�?����?'"�\'� ��=
��"�
�
�� A E P

�:��	�?����?'"�\'
� �
�'#����'?$�@*����?@���_��'
��?%��{���

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20

�
�����������	
���������
��������������
�

�
��������������
�������������
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Part Number System
�������|$?����?���??\|���Q[$�"�\'���#���!'#, 18'#, 19'#, 20'#�|
���

� ��"?��
����_�$'�@��$'#
['���?��'�?'"�\'���@��|$?���Q[$�"�\'*�'#����'#�|
���$@���?\�
����_� $'�@��$'#� ��?��'�?'"�\'����$'#
['��Q[$��@��|$?���Q[$�"�\'*� '#���!'#��:'#���'#���'#�|
���$@�

��?\�
����_�$'�@��$'#
['���?��'�?'"�\'*��['*��$'#�@��|$?���Q[$�"�\'*�'#����'#���'#�|
���_$������$'#���
����_� $'�@� �$'#
['� ��?�� '�?'"�\'*� �['� �$'#� @��|$?�� �Q[$�"�\'*� ?�@
� ��|���� �� �$\�@*� ���@'
\��

|#??|'�$@'$|�$@��|
���
����_�$'�@��$'#���?��'�?'"�\'*��['��$'#���@��|$?���Q[$�"�\'*�
\����"?���!�|
��*��?''��'#���|
���$@�

��?\��
����_� $'�@��$'#�����'�?'"�\'*��['��$'#���@��|$?���Q[$�"�\'*�?\��$'� $@��$__��\'�_
"�_
"���?'?*� '#��

�!'#�$@��*�'#���:'#�|
���$@�|#??|'�$@'$|��

�
�� ����|$?��
A ��"$\?�
B �[���
C 	�?���$�
D DF
E ���|'
��'�
F =$'|#
G �$���%�[�
H }�$%#'��Q[$�"�\'

�
�� ����|$?��
I LC
K ��\'��$\�
L 	$_�
N �[��
P ����j�*�'?�*��$\'*�=���@���j�
Q �?�?|$'?\|�*��j*���?�
R �$�����|[�\'
S �
[\'�"�?@[�

�
�� ����|$?��
T ��"��?'[��|#??|'�$@'$|
V �'*����|'
��'���?��
M @
���*�'�|#\$|@*�_
"
Y �?@���$'#�@\?$�*�|�$���

�
Z �"���?\|�
U =?|�?%���	?���

�
�����������	
���������
��������������
�

�
��������������
�������������
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Lead Treatment
�'?\�?�

�[''$\%����
"$\%

�� 3 4 5 6.3 8 10 13 14.5 16 18 20 22 25L＜20 	���
F 1.0 1.5 2.0 2.5 3.5 5.0 7.5 10 12.5

�� 0.4 0.45 0.5 0.6 0.6 0.8 1.0

=?'��
���
��
���'#*���'#�

�[''$\%����
"$\% �$����""�

CF

KF

�� 4 4 4 5 5 6.3 6.3 8 10 13
F 2.5 3.5 5 3.5 5 3.5 5 5 7.5 7.5

�$%�

�$%�

�$%�

�� 4 5
F 2 2.5

�$%�

�$%�

�$%�

�� 4 5
F 2 2.5
E 1.12 1.12

H1 4 4
H2 1.8 1.8

�$%�

�� 5 6.3 8
F 5 5 5
E 1.12 1.12 1.32

H1 4 4 4
H2 1.8 1.8 1.8

�$%�

α
D<18 D= 18 D>18L<35.5 L≧35.5
1.5 1.5 2 2

�$

�
�����������	
���������
��������������
�

�
��������������
�������������
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Lead Treatment

=?'��
���
��
���'#*���'#�

�[''$\%����
"$\% �$����""�

CA

FA

CK

KA

�� 4 5 6.3 8 10 13 16 18 22 25
F 1.5 2 2.5 3.5 5 5 7.5 7.5 10 12.5 

�� 5 6.3 8 10 13 16 18 22
F 2 2.5 3.5 5 5 7.5 7.5 10
E 1.12 1.12 1.32 1.32 1.32 1.32 1.32 1.82

H1 4 4 4 4.5 4.5 4.5 4.5 4.5
H2 1.8 1.8 1.8 1.8 1.8 1.8 1.8 1.8

�$%�

�� 4 5 6.3 8 10 13 16 18
F 1.5 2 2.5 3.5 5 5 7.5 7.5
C 4 4 4 4 4.5 4.5 4.5 4.5
K 4 4 4 4 4.5 4.5 4.5 4.5

�$%�

�� 4 5
F 2 2.5

�� 4 5 6.3 8 10 13
F 5 5 5 5 7.5 7.5

�$%�

�$%�

�$%�

�$%�

�$

�����������	
���������
��������������
�

�
��������������
�������������
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Lead Treatment

=?'��
���
��
���'#*���'#�

�[''$\%����
"$\% �$����""�

EF

CR

CL

CS

CZ

�� 4 5 6.3 8
F 5 5 5 5

F1 1.2 1.2 1.2 1.2
H1 4 4 4 4
H2 1.8 1.8 1.8 1.8

�� 4 5 6.3 8 10 13 16 18 22 25
F 1.5 2 2.5 3.8 5 5 7.5 7.5 10 12.5

H1 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5

�� 4 5 6.3 8 10 13 16 18 22 25
F 1.5 2 2.5 3.8 5 5 7.5 7.5 10 12.5

�� 4 5 6.3 8 10 13 16 18 22 25
F 1.5 2 2.5 3.8 5 5 7.5 7.5 10 12.5

�� 4 5 6.3 8 10 13 16 18 22 25
F 1.5 2 2.5 3.8 5 5 7.5 7.5 10 12.5

H1 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5

�
�����������	
���������
��������������
�

�
��������������
�������������
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Lead Treatment

�{�

�
�� D L � P P0 P1 P2 F W W0 W1 W2 H D0 △# T1 '
|
��

�$%

�
�� ±0.5 �?� ±0.02 ±1.0 ±0.2 ±0.7 ±1.3 0.4 ±0.5 ±0.5 ±0.5 �?� 0.75 ±0.2 �?� ±0.3 �?�

�{�

{��� {���

�'�"
4 �{!�<�� 0.45 12.7 12.7 5.35 6.35 2 18 11 9 2 18.5 4.0 1 0.6 1.5 TB

5.1 2.5 TC

5 �{!�<�� 0.45 12.7 12.7 4.6 6.35 2.5 18 11 9 2 18.5 4.0 1 0.6 1.5 TC�{���<���� 0.5

�{�

���|$�|?'$
\��\_
"?'$
\

�?�$\%

＊���\�'#$@�|?@�*�'#?'�$@�@[$'?����_
��
��"���

�
�� D L � P P0 P1 P2 F W W0 W1 W2 H D0 # P '
|
��

�$%

�
�� ±0.5 �?� ±0.02 ±1.0 ±0.2 ±0.7 ±1.3 0.4 ±0.5 ±0.5 ±0.5 �?� 0.75 ±0.2 �?� �?� �?�

�{�

{��� {���

�'�"

5 �{!�<�� 0.45 12.7 12.7 5.35 6.35 2.0 18 11 9 2.0 18.5 4.0 1 { 1.5 TB�{�������� 0.5

6.3

��<�� 0.45

12.7 12.7 5.1 6.35 2.5 18 11 9 2.0 18.5 4.0 1 { 1.5 TC!�<�� 0.5
���<��� 0.6

�{�������� 0.5

�'�"
8

�{!�<�� 0.5

12.7 12.7 4.6 6.35 3.5 18 11 9 2.0 18.5 4.0 1 { 1.5 TD:�<��� 0.6
�����<����� 0.6
�{�������� 0.5

10 �{�������� 0.6 12.7 12.7 3.85 6.35 5.0 18 11 9 2.0 18.5 4.0 1 { 1.5 TA
13 ��{�������� 0.6 15 15 5 7.5 5.0 18 15 9 2.0 18.5 4.0 2 { 1.5 TA

�
�����������	
���������
��������������
�

�
��������������
�������������
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Lead Treatment

�{� �{�

���|$�|?'$
\��\_
"?'$
\

�?�$\%

＊���\�'#$@�|?@�*�'#?'�$@�@[$'?����_
��
��"���

�
�� D L � P P0 P1 P2 F W W0 W1 W2 H H0 D0 # P '
|
��

�$%

�
�� ±0.5 �?� ±0.02 ±1.0 ±0.2 ±0.3 ±1.0 0.4 ±0.5 ±0.5 ±0.5 �?� 0.75 ±0.5 ±0.2 �?� �?� �?�

�{�

{��� {���

�'�"

4 �{!�<�� 0.45 12.7 12.7 3.85 6.35 5 18 11 9 2.0 18.5 16 4.0 1 1 1.5

TA

5 �{!�<�� 0.45 12.7 12.7 3.85 6.35 5 18 11 9 2.0 18.5 16 4.0 1 1 1.5�{�������� 0.5

6.3

��<�� 0.45

12.7 12.7 3.85 6.35 5 18 11 9 2.0 18.5 16 4.0 1 1 1.5!�<�� 0.5
���<��� 0.6

�{�������� 0.5

8 �{:�<�� 0.5 12.7 12.7 3.85 6.35 5 18 11 9 2.0 18.5 16 4.0 1 1 1.5�{�������� 0.5

�
�� D L � P P0 P1 P2 F W W0 W1 W2 H D0 # � '
|
��

�$%

�'�"
±0.5 ±1.5 ±0.02 ±1.0 ±0.2 ±0.7 ±1.3 0.4 ±0.5 ±0.5 ±0.5 �?� +0.75              

{��� ±0.2 �?� �$\ �?�
�{�{���

13 13~40(±1.5) 0.6 25.4 12.7 3.85 6.35 5 18 15 9 2.0 18.5 4.0 2 1 1.5 TA
16 16~40(±1.5) 0.8 30 15 3.75 7.5 7.5 18 15 9 2.0 18.5 4.0 2 1 1.5 TE

�
�����������	
���������
��������������
�

�
��������������
�������������
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Lead Treatment

=?|�?%���\_
"?'$
\

�""
�=?|�?%� �����=?|�?%�

�$��������	�""� �""
�=?|�?%�
W A �[?\'$'����|@�

����?�� 227 51 2500
����?�� 227 51 2000

������?�� 227 51 1500
:������� 227 51 800
:����!��� 191 57 800
�����!��� 227 51 600
���������� 191 57 500
���������� 190 60 500
���������� 227 51 300
���������� 191 57 300
���������� 190 60 300
���������� 216 64 300
���������� 191 57 200
���������� 216 64 200
���������� 254 67 250

������������ 230 71 250

�$��������	�""� �����=?|�?%��
AW �[?\'$'����|@�

����?�� 45 1800
����?�� 45 1300

������?�� 45 1000
:������! 45 800

:����:��: 55 800
�����!��! 45 600

������:��: 55 600
���������! 45 300
������:��: 55 300
���������! 45 200
������:��: 55 200

F 5 2 2.5 3.5 7.5 SMD
�
������'#*���'#�  TA TB TC  TD TE TR

=?'��["��

F 5 2 2.5 3.5 7.5
�
������'#*���'#� RA RB RC RD RE

�����=?|�?%�

�""
�=?|�?%�

=?'��["��

�
�����������	
���������
��������������
�

�
��������������
�������������
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Available terminal for Snap-in Type

�j?$�?����'�"$\?��_
��\?�{$\�����

=��?@��|
\@[�'�[@�?�
['�'�"$\?��'����
'#��'#
@����
���$@'���
1.  Standard terminal type ��"$\?��|
���== ������'
����

�'?\�?��@\?�{$\�'�"$\?�@�	�\%'#������""���@
�?j?$�?�����$'#���\%'#�
_������""

2.  Vibration proof terminal T type ��"$\?��|
����= ������'
����

�'?\�?��'�"$\?�@�	�\%'#������""���@
�?j?$�?�����$'#���\%'#�
_������""

�'?\�?��'�"$\?�@�	�\%'#����""���@
�?j?$�?�����$'#���\%'#�
_������""�
�������""

3. Soldering Type terminal ��"$\?��|
����= ������'
����

�
�����������	
���������
��������������
�

�
��������������
�������������
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Available terminal for Snap-in Type

	�_'���\�$\%��<	��

�$%#'���\�$\%��<���

�'?\�?��'�"$\?�@�}�	�\%'#������""�

�'?\�?��'�"$\?�@�	�\%'#����""�

4. Vibration proof terminal U type

5.  Long terminal for Left or right bending type 

��"$\?��|
���}=

��"$\?��|
���}=

������'
����

������'
����

�
�����������	
���������
��������������
�

�
��������������
�������������
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Available terminal for Snap-in Type
6.  Slim terminal type ��"$\?��|
���	= ������'
����

�'?\�?��'�"$\?�@�	�\%'#������""���@
�?j?$�?�����$'#���\%'#�
_������""�

7.  3pin snap-in terminal type

8.  4pin snap-in terminal type

��"$\?��|
����=

��"$\?��|
����=

������'
����

������'
����

�
�����������	
���������
��������������
�

�
��������������
�������������
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Available terminal for Snap-in Type
=?|�?%��_
��\?�{$\�'���

�?�?|$'
��$?"�'��
D(mm) 	�\%'#�	�""� ��"$\?����\%'#�

H(mm)
�?|#�|?'
\��?|�$\%�

�'��[\$'@��|@��
�
��|?'
\�
[\$'@��|@��

�?|#��
���?|�$\%�
�'��[\$'@��|@��

20 ?�� / 720 6 120
22 ?�� / 600 6 100
25 ?�� / 500 5 100
30 ��� <6 400 8 50
30 ��� �� 300 6 50
35 <27 / 400 8 50
35 �!�	��� / 300 6 50
35 >42 / 200 4 50
40 <37 / 200 5 40
40 �!�	��! / 160 4 40
40 ��! / 120 3 40

=?|�$\%�
_��\?�{$\

=?|�$\%

�
�����������	
���������
��������������
�

�
��������������
�������������
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Package for SMD Type
�?$��'?��

����

�� ����� ����� ������� ������� ������: ����!�! :���� :�!�! :����� :����! ���:�! ������� ������� 12.5X14 16X17
W 12.0 12.0 16 16.0 16.0 16.0 16 16 24.0 24.0 24 24.0 24.0 32 44
P 8.0 12.0 12 12.0 12.0 12.0 12 12 16.0 16.0 16 16.0 16.0 24 28
F 5.5 5.5 9.25 7.5 7.5 7.5 7.5 7.5 11.5 11.5 11.5 11.5 11.5 16 21.95
A1 4.7 5.7 7 7.0 7.0 7.0 8.7 8.7 8.7 8.7 10.7 10.7 10.7 13.9 19.5
B1 4.7 5.7 7 7.0 7.0 7.0 8.7 8.7 8.7 8.7 10.7 10.7 10.7 13.9 17.5
T2 5.7 5.7 6.2 5.7 5.7 8.0 7.0 8.2 11.0 11.0 8.2 11.0 12.9 14.5 17.3

�� �[?\'$'�

4X5.5 �����|@

����� �����|@

������� �����|@

������� �����|@

������: �����|@

����!�! �����|@

:���� �����|@

:�!�! !���|@

:����� ����|@

:����! ����|@

���:�! !���|@

������� ����|@

������� ����|@

12.5X14 ����|@

16X17 ����|@

��\$'��""

�� 4 5 6.3, 8 8, 10 12.5 16
A 14 14 18 26 34 46

�
�����������	
���������
��������������
�

�
��������������
�������������
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Precautions & Guidelines

�={��=� $@� ?� @
�$�� ?�["$\["�|?�?|$'
��$'#� |
\�[|'$j��
�
��"�����|'
��'���=��?@���?��'#��_
��
�$\%��
$\'@�$\�
���
'
�'?���'#��"
@'�
['�
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使用鋁電解電容器注意事項：

1.極性
鋁電解電容器一般是有極性的，極性反接是造成鋁

電解電容器短路損壞及漏液的原因，因此在無法辨

識電氣迴路上之極性或使用於有極性變換設計之迴

路時，請選用無極性電解電容器。

2.過載
請勿連續施加過載電壓。當電壓過載時電解電容器

的漏電流會急速增加，所以電解電容器之工作電壓

不應超過額定值。

3.使用溫度和壽命
電解電容器之使用溫度請勿超出最高使用溫度之設

定範圍。電解電容器的壽命取決於使用溫度，一般

來說當電解電容器之使用溫度降低10℃時，其壽命
將增為兩倍，因此電解電容器應儘可能在較低溫度

下使用。

4.防爆孔
有防爆孔設計之電解電容器其使用時防爆孔側應與

其它機構保持最少3mm以上之空間距離，如此條件
不能滿足的話，防爆孔將無法正常運作。

5.紋波電流
請勿施加超過額定最高紋波電流容許值以上之紋波

電流。施加過大紋波電流將使電解電容器的內溫異

常上升，引起電解電容器電氣特性劣化及破損。如

有需要施加額定值以上之紋波電流等要求時，請諮

詢敝廠人員。

6.充放電
經常及快速的充放電將使電容器之內溫異常上升，

使漏電流增加、容量降低，有時還會造成產品之損

壞，如對充放電有特殊要求時請諮詢敝廠人員。
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7.電解電容器的儲存
當電解電容器經過長時間之放置後，通常其漏電流

有增大之傾向。因此在使用經過長時間放置後之電

解電容器以前，需先施加定額電壓使其電氣特性

回復正常；如儲存時間長於6個月以上時，請串排
��Ω之保護電阻後，使其持續負載定額工作電壓30
分鐘。另外電解電容器應儲存於常溫及常濕之環境

下。

8.焊錫
不適當的焊錫溫度及時間可能造成表面膠管之異常

收縮破裂，有時高溫也會藉由導針及端子導熱至素

子內部，對產品造成不良影響，因此須儘量避免過

高溫度及過長時間之焊錫。

9.導針與端子之機械強度
請勿施加過度之外力於導針及端子上。請勿扳開已

焊接於PC板上之電解電容器，更不要以電解電容
器為施力點提起或移動整塊�|板。

10.焊錫後之基板清洗
如使用鹵化有機溶劑清洗基板，溶劑有可能滲進

電解電容器內部引起腐蝕。

11.套管材料
一般使用之塑膠套膠材質多為聚氯乙烯(PVC)，如
塑膠管在浸漬二甲苯或甲苯後再放置於高溫下，

將產生破裂現象也同時失去了絕緣之功能。

12.本公司之產品品質符合 ��{�{����{�指定標準，
其信賴性試驗方法依 ��{�{����{��非SMD液態
電容)，{�:（液態SMD電容），{���固態SMD電
容)，{��（固態導針型電容）之規範為基準。

13.本公司依蒙特利爾協議書之規定，於生產過程中
不使用破壞臭氧層之藥品。
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